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Key Features

e HD 3.0MP LOW-LIGHT DOME CAMERA
* 1/3” Sensor Progressive Scan CMOS

* Resolution : 2048*1536

¢ 0.01 Lux@(F1.2,AGC ON), 0 Lux with IR

* Lens : HD 3.6mm

¢ |R Distance : 20m to 30m

¢ |R-CUT Filter with Auto Switch

* True Day/Night

e UTC Function, 3D DNR, Smart IR

* Material Metal, IP66
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Specification

Model AP-DMJ-3.0MP-AHD

Camera

Image Sensor 1/3"CMOS Image Sensor

Signal System PAL/NTSC

Effective Pixels 2048 x 1536P Resolution

Min. lllumination 0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR

Shutter Time 1/25(1/30)s to 1/50,000s

Lens 3.6mm, Angle of View 77°(3.6mm)

Lens Mount M12

Day & Night ICR

Angle Adjustment Pan: 0-360° Tilt: 0 - 70°, Rotation: 0 - 350°

Video Frame Rate 1536p@25fps/1536p@30fps

HD Video Rate 1 Analog HD output

S/N Ratio >62dB
I

Operating Conditions -20 °C - 45 °C (-4 °F-113 °F), Humidity 90% or less (non-condensing)

Power Supply 12VDC+15%

Power Consumption Max. 4W

IR Range Up to 30m

Material Metal
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