Ac?VE apixel

AP-IPC-DM-80L2-H.265+ safety made easier

+ -
\ actveapixel ,

H.264 I I i H
@

Key Features

* H.265+ IP 8.0MP Low lllumination 4K Resolution

* 1/2” Progressive scan CMOS Image Sensor

* H.265/H.264, Support dual stream

* Main stream : 8MP - 3840*2160P@15fps Resolution
e Smart Detection Supported

* Day/Night (ICR), WDR, 3DNR, AWB, AGC, BLC

e 2.7mm — 12mm Motorized Lens

e 2/1 Alarm in/out, 1/1 Audio infout

* Max. IR LEDs Length 50m, IP67, PoE
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AP-IPC-DM-80L2-H.265+ safety made easier

S PECIFI CATION

Model AP-IPC-DM-80L2-H.265+
Image Sensor 1/3" 8MP CMOS Image Sensor

Minimum Illlumination 0.01Lux@F1.2(Color)/0.001Lux@F1.2(B/W)
White Balance Auto/Manual

Lens 2.7mm - 12mm Motorized Lens

AGC Control Auto/Manual

Video Compression H.265 +

Back Light Comp. Auto/Manual / DWDR

Video Streaming Dual Stream

Resolution 8MP - 3840%2160P@15fps Resolution
Frame Rate Main Stream : 1080P@25fps , Sub-Stream: D1
ICR IR CUT

Protocol ONVIF Support (profile S)

Smart Phone iPhone, iPad, Android

IR IR Range of 50 Mtr.

Operating Temperature -20°C~+65°C

Power Source DC12V£10%, PoE

Weatherproof Standard IP66
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